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TASER® Conducted Energy Weapons (CEWs) 

Part 2:  TASER 7 CQ Certification Test

Name:





       New Certification (  / Recertification (
Agency: 












Training Date: 

 Location:  







1. The arc switch cannot be used to:

A. Initiate the warning arc

B. Toggle between cartridges

C. Re-energize deployed cartridges

D. All of the above

2. A warning arc can be displayed on the TASER 7 CQ without discharging loaded cartridges.

A. True

B. False 

3. If selected in Axon Evidence (Evidence.com), the Automatic-Shutdown mode will automatically stop the TASER cycle after 5 seconds even if the trigger is held down.

A. True

B. False

4. Axon recommends docking the rechargeable battery pack every 30 days.
A. True

B. False

5. Pressing the trigger after Bay #1 has been deployed will automatically deploy the next available cartridge in the weapon and activate Bay #1.
A. True

B. False

6.  When both cartridges are deployed, the TASER 7 CQ will sense a missed connection and will distribute the charge between the working connections.

A. True

B. False 

7.
Central Information Display


8.
Cartridge Bay #1



9.
Front Sight




10.
Safety Switch




11.
Cartridge Bay #2



12.
Trigger





13.
Speaker Port      



14.
Arc Switch




15.
LASER





16.
Cartridge Release Button


17.
Rechargeable Battery Pack 


18.
LED Flashlight




19.
Rear Sights




20.
Battery Release
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