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TASER® Conducted Energy Weapons (CEWs) 

Part 2:  X2 Certification Test

Name:





       New Certification (  / Recertification (
Agency: 












Training Date: 

 Location:  







1. The ARC switch can be used to:

A. Initiate the warning arc

B. Toggle between cartridges

C. Re-energize deployed cartridges

D. All of the above

2. A warning arc can be displayed on the X2 without discharging loaded cartridges.

A. True

B. False 

3. The Automatic-Shutdown Performance Power Magazine (APPM) automatically stops the 

TASER cycle after 5 seconds even if the trigger is held down.

A. True

B. False

4. An X2 set to semi-automatic mode will advance to the next live cartridge once a cartridge is deployed and the trigger is released.  A second trigger pull will discharge the second cartridge.

A. True

B. False

5. If an X2 has a PPM, TPPM, or TASER Cam (without auto-shutdown) for a power source, and the trigger is held down beyond the 5-second cycle, the X2 will continue to cycle until the trigger is released or the battery (PPM) drains.

A. True

B. False

6.
Central Information Display


7.
Cartridge Bay #1



8.
Front Sight




9.
Safety Switch




10.
Cartridge Bay #2



11.
Power Accessory Interface


12.
Trigger





13.
Cartridge Eject Button



14.
ARC Switch




15.
Dual LASERs




16.
Selector Switch




17.
Performance Power Magazine 


18.
LED Flashlight




19.
Rear Sight




20.
PPM Release Button



[image: image1.png]F\.)A -
Zu
. '*/co/vl

—K

N




Version 22 TASER® CEWs Part 2:  X2 Certification Test


[image: image2.png]