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Version 21
TASER® X3 Conductive Energy Weapons (CEWs) 

Part 2: X3 Certification Test – ANSWER KEY
1. The power optimization control begins to turn off non-critical systems when the power supply reaches: C. 10%
2. The type of cartridge used by the X3 CEW is called the: B. Smart Cartridge 
3. The CAM Lock Safety Switch: D. * All of the above

4. Quickly tapping or sustained pressing of the ARC switch will: D. * All of the above

5. The standard cycle for the TASER X3 CEW if the trigger is pulled and released is: B. 5 Seconds
6. A daily spark/Functionality test on the TASER X3 CEW is recommended to:

A. * Ensure the CEW is functioning and sparking properly
7. Semi-Automatic Deployment Mode will deploy a live cartridge with each Trigger pull and does not require the operator to use the ARC Switch to deploy cartridges in sequential order (Deploy Bay 1, then Bay 2, then Bay 3). A. True
8. To conduct a warning arc with the X3, you must: D. Both A and C
9. RADLS


J
10. Smart Cartridges

I
11. Flashlight


K
12. ARC Switch

C
13. CAM Lock Safety Switch
G
14. EPM Lock Release
F
15. EPM Release

E
16. Trigger


D
17. Selector Switch

B
18. CID


H
19. Eject Button

L
20. Mechanical Sights
A
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